EAF Reference List

Plant Vessel
h Vessel Product : Best .
Country Customer Capacity . capacity Unit
[mill tons] type supplied [metric ton] performance
) Working lini 600 Heat
Bulgaria Stomana (Sidenor Group) 0.9 ey 110 cars
Taphole 100 Heats
) S+ F Bau S.R.O. 0.09 Working lining 25 680 Heats
Czech Republic
Zelezarny Hradek 0.15 Working lining 40 300 Heats
Working lini 460 Heat
AL EZZ — EZDK SMPI 1.8 e e 100 =
Taphole 120 Heats
Working lini 450 Heat
Egypt AL EZZ — EZDK SMPII 1 oS e 160 =
Taphole 120 Heats
AL EZZ — EFS Soukhna plant 1.2 Working lining 160 n.a.
Working lining 400 Heats
Finland Outokumpu Stainless Tornio 1.5 Safety lining 150 1 Year
Taphole 200 Heats
Working lining 400 Heats
Celsa France 0.9 Safety lining 140 1 Year
Taphole Trial
Industeel Chateauneuf 0.08 Working lining 85 370 Heats
France Ascoval Saint Saulve 0.5 Working lining 100 450 Heats
Industeel Le Creusot 0.13 Working lining 100 Trial
LME 0.625 Working lining 100 752 Heats
FAD 0.0072 Working lining 35-50 Trial
Winoa 0.13 Working lining 50 Trial




MAYERTON

Plant Vessel
Country Customer ([jnzlll]l)la:(c):ltsslf slilr[())gllllg(ti : Icnz;]tarai\cc:g : P erf(l);relffan ce | Unit
ARCELORMITTAL Hamburg (HSW) 1.2 Working lining 120 345 Heats
Germany Buderus Wetzlar 1.1 Working lining 125 >800 Heats
VDM Unna 0.1 Working lining 30 Trial
Sidenor S.A. 0.4 Working lining 75 600 Heats
Greece Working lining 430 Heats
Sovel S.A. 0.6 120
Taphole 100 Heats
Alfa Acciai 1.6 Working lining 95 >200 Heats
Beltrame 1 Working lining 127 >430 Heats
Tty Lucchini Lovere 0.23 Working lining 60 386 Heats
Working lining 170 Heats
NUNKI Steel 0.14 Porous Plug 100 170 Heats
Taphole 170 Heats
ARCELORMITTAL Sonasid 0.45 Working lining 120 470 Heats
Morroco TP
Maghreb Steel 1 Working lining 100 391 Heats
EVRAZ NKMK (Novokuznetsk) 1 Working lining 125 1533 Heats
Amurmetal (Komsomolsk-on-Amur) 2.15 Working lining 130 667 Heats
AMZ Asha Metallurgical Plant 0.72 Working lining 170 1016 Heats
Severstal EAF plant (Cherepovets) 0.9 Working lining 130 658 Heats
Russia OEMK (Art. Oskol) 3.8 Working lining 160 450 Heats
REMZ 0.73 Working lining 90 819 Heats
AEMZ (Abinsk) 1.5 Working lining 150 >550 Heats
MBZ Balakovo 1 Working lining 130 898 Heats
Kamastal 0.46 Working lining 70 460 Heats




Plant Vessel

: Product : Best .

Country Customer Capacity . capacity Unit
[mill tons] supplied [metric ton] performance
ARCELORMITTAL Aceria Compacta 18 BE Working lining 127 1600 Heats
. De Bizkaia (ACB) Sestao ' Safety lining 1.5 Years
S Working linin 350 Heats
or
CELSA Global Steel Wire (GSW) Santander 0.9 s T8 140
Safety lining 2 Years
Sweden Sandvik 0.25 Working lining 75 Trial

Working lini 400 Heat

CELSA Cardiff 1.0 orme e 100 =
UK Taphole

Outokumpu Sheffield 0.5 Working lining 125 200 Heats
Uzbekistan Uzmetkombinat (Bekabat) 0.75 Working lining 120 71 Heats
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